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BAND SAW BC-2200
Benchtop band saw in stainless steel for butchers and cutting rooms

STAINLESS STEEL Ø 275 MM WHEEL 2,280 MM BLADE BONE AND FROZEN

D E S C R I P T I O N

Band saw for cutting fresh meat on the bone, frozen products and
fish, with a compact, rigid stainless steel frame.

Blade and wheel scrapers give clean cuts, without the bone splinters
of hand cutting.

Smooth interior, easy to clean: mechanical parts are kept apart from
the cutting area. Motor brake stops the saw in under 4 s when the
stop button is pressed or the door is opened.

C O N S T R U C T I O N  A N D  S TA N D A R D  E Q U I P M E N T

KEY DATA

Wheel Ø 275 mm Blade 2,280 mm Cut width 233 mm

Cut height 310 mm Motor III 2 HP Net weight 65 kg

V E R S I O N S

REF. MODEL POWER SUPPLY MOTOR

1BC22LABR BC-2200 Three-phase 230/400 V · 50 Hz 2 HP

1BC22L3ABR BC-2200 Three-phase 230/400 V · 50 Hz 3 HP

1BC22AABR BC-2200 Single-phase 230 V · 50 Hz —

Options: half sliding table, waste box, floor stand, forced-ventilation kit. Overall height 1,170 mm.

APPLICATIONS

Butchers and cutting rooms cutting bone-in cuts, frozen products and fish.

For information only. Specifications, dimensions and finishes may change without notice due to product improvements. The image is indicative. Please request a quotation
to confirm dimensions, materials and lead times.
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Thickness gauge.

Tilting pusher with adjustable intermediate blade guide.

Motor brake: stops in under 4 s.

AISI 304 stainless steel.


