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GI410 LCD WEIGHT INDICATOR
Legal-for-trade numeric indicator with stainless steel housing and backlit LCD display with 40 mm digits

OIML III/ IV APPROVED STAINLESS HOUSING LCD 40 MM IP54 / IP65 / IP68

D ESC R I P T I O N

The GI410 LCD is a numeric weight indicator from Baxtran's GI series

with a stainless steel housing, backlit LCD display with 40 mm digits

and approval to 6,000 divisions OIML class III and IV: connect it to a

platform and turn it into a legal-for-trade scale.

Available  in  IP54  /  IP65  /  IP68  versions  and  with  12  V  supply.  It

includes a tilting wall bracket, runs on 230 V and works in single range,

multi-range or multi-interval.

Its keypad gives direct access to zero, tare, gross/net, totalisation and

printing, and the counting and target-weight checkweighing functions

make it useful for production control too.

CO N STRU CT I O N  A N D  STA N DA RD  E Q U I PM E N T

VE R S I O N S

Baxtran references. Other configurations on request.

APPLICATIONS

To build or upgrade scales with any compatible weighing platform: food industry, warehouses, logistics and workshops.

Standards: Approval to 6,000 divisions OIML class III and IV and CE certification.

For information only. Specifications, dimensions and finishes may change without notice due to product improvements. The image is indicative. Please request a quotation to

confirm dimensions, materials and lead times.
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Stainless steel housing (IP54 / IP65 / IP68)

Backlit LCD display with 40 mm digits

Tilting wall bracket included

230 V mains supply (12 V versions)

KEY DATA

Type Numeric Housing Stainless Display LCD 40 mm

Protection IP54 / IP65 / IP68 Approval OIML III / IV Divisions 6,000

REF. VERSION

210171 GI410i LCD stainless, IP54

210177 GI410i LCD stainless, IP54, 12 V

210172 GI410i LCD stainless, IP65

210213 Stainless IP68 version


