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HL PRECISION BALANCE
3,100 or 4,100 g precision balance with 0.01 g readability, metal structure and external or internal calibration

0.01 G 3,100 OR 4,100 G GLP/GMP EXT./ INT. CALIBRATION

D ESC R I P T I O N

The  HL  is  a  3,100  or  4,100  g  precision  balance  with  0.01  g

readability, with a cast-metal structure that protects it from electrical

storms and electromagnetic interference.

8-digit  15  mm  LCD  with  advanced  eye  protection  and  guide

messages, 7 direct keys, 198 × 205 mm stainless pan, 4 adjustable

feet, spirit level, 2 to 3 second response and below-balance hook.

Versions  with  external  or  internal  calibration,  RS232  for  PC  and

printer and GLP/GMP functions; dust cover and blister included.

CO N STRU CT I O N  A N D  STA N DA RD  E Q U I PM E N T

VE R S I O N S

Baxtran references. Other configurations on request.

APPLICATIONS

Laboratories, quality control, pharmacy, jewellery, education, research and workshops that need high-precision weighing.

Standards: GLP/GMP functions.

For information only. Specifications, dimensions and finishes may change without notice due to product improvements. The image is indicative. Please request a quotation

to confirm dimensions, materials and lead times.

José Bernad, S.L.

Parque Empresarial Campollano, Avda. Adeca 17 — 02007 Albacete (España)

www.josebernad.com

T: +34 967 219 649

Interference-proof cast-metal structure

198 × 205 mm stainless pan

8-digit 15 mm LCD with eye protection

RS232; external or internal calibration

KEY DATA

Capacity 3,100 or 4,100 g Readability 0.01 g Class II

Calibration Ext. or int. Response 2-3 s Pan 198 × 205 mm

REF. CAPACITY (G) DIVISION (G) CLASS CALIBRATION
LEGAL FOR

TRADE

260346 3,100 0.01 II External No

260348 4,100 0.01 II External No

260347 3,100 0.01 II Internal No

260349 4,100 0.01 II Internal No


