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equipamiento industria alimentaria

MMZ WEIGHING PLATFORM

4-load-cell 1,500 or 3,000 kg platform with 3.5 mm checker plate, for internal use

4 LOAD CELLS 1,500 / 3,000 KG 3.5 MM PLATE INTERNAL USE
DESCRIPTION

The MMZ is a 4-load-cell platform of 1,500 or 3,000 kg with a 3.5 mm
black-enamelled checker top plate, in four sizes from 1200 x 1000 to
1500 x 1500 mm.

It uses IP66 nickel-plated steel load cells and is designed for internal
use (not legal for trade). IP66 ABS junction box, adjustable feet and 4
m cable.

It is the platform used in ZFZ scales. Supplied without indicator:
combine it with the Baxtran weight indicator that best suits the job.

CONSTRUCTION AND STANDARD EQUIPMENT

Steel structure with 3.5 mm black-enamelled checker plate
4 1P66 nickel-plated steel load cells

IP66 ABS junction box

Adjustable feet and 4 m cable

KEY DATA

Capacity 1,500 / 3,000 kg Division 5009 /1Kkg Platform 1200x1000 to 1500x1500
Plate Checker 3.5 mm Load cells IP66 Use Internal
VERSIONS
PLATFORM (MM) CAPACITY (KG) DIVISION (G) BAXTRAN REF.
1200 x 1000 1,500/ 3,000 500/ 1,000 261259 / 261260
1200 x 1200 1,500 / 3,000 500/ 1,000 261261 /261262
1500 x 1200 1,500/ 3,000 500/ 1,000 261263 / 261264
1500 x 1500 1,500/ 3,000 500/ 1,000 261265 / 261266

Baxtran references. Other configurations on request.

APPLICATIONS
Warehouses, dispatch, industry and agriculture: weighing pallets and loads for internal control.

For information only. Specifications, dimensions and finishes may change without notice due to product improvements. The image is indicative. Please request a quotation
to confirm dimensions, materials and lead times.
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