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RET-2 MANUAL SHRINK TANK
Hot water dip shrink tank

SHRINKING MANUAL WATER UP TO 100 °C 75 L

D ESC R I P T I O N

The RET-2 is a shrink tank with manual product infeed and outfeed,

designed to shrink the bag after vacuum packing. Immersion in hot

water, up to 100 °C, gives uniform shrinking that removes wrinkles

and air pockets and improves presentation.

Product  infeed  and  outfeed:  manual.  Analogue  programmer  with

water temperature and immersion time control.

Ideal  for  slaughterhouses  and  small  cured  sausage  factories  with

small production runs of meat, sausages and cheese.

CO N STRU CT I O N  A N D  STA N DA RD  E Q U I PM E N T

M O DE LS  A N D  D I M E N S I O N S

Manufacturer data (Tecnotrip). Reference: RET-2.

APPLICATIONS

Slaughterhouses and small cured sausage factories with small production runs of meat, sausages and cheese.

For information only. Specifications, dimensions and finishes may change without notice due to product improvements. The image is indicative. Please request a quotation

to confirm dimensions, materials and lead times.

José Bernad, S.L.

Parque Empresarial Campollano, Avda. Adeca 17 — 02007 Albacete (España)

www.josebernad.com

T: +34 967 219 649

Water temperature: Up to 100 °C.

Heating: Electric.

Options: Hood for steam extraction (RET-2-C).

Easy to use.

KEY DATA

Usable 700 × 380 × 210 Water 75 L Temperature 100 °C

Heating Electric Loading Manual Control Analogue

REF. CONFIGURATION DIMENSIONS (MM) SUITABLE FOR

RET-2 Manual · 75 L On request
Small production runs of meat,

sausages and cheese
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