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RP-RA200 MANUAL TRAY SEALER
Benchtop tray sealer for 1/4 Gastronorm trays

BENCHTOP MANUAL SEALING TRAYS 1/4 GN MOULD

D ESC R I P T I O N

The RP-RA200 works with the 1/4 Gastronorm format (260 × 160

mm), common in kitchens and ready meals. It closes the tray with

lidding film in a 2 to 3 second cycle.

It comes as standard with a fixed 1/4 GN mould and takes film reels

up to 200 mm wide and Ø 180 mm. A mould made to the customer’s

tray is available on request.

Sealing is hygienic and leak-tight: contents cannot spill  and do not

release or absorb odours, product keeps for longer and presentation

improves.

CO N STRU CT I O N  A N D  STA N DA RD  E Q U I PM E N T

M O DE LS  A N D  D I M E N S I O N S

Fixed mould made to the customer’s tray, on request.

APPLICATIONS

Kitchens, workshops and businesses packing in 1/4 GN trays: ready meals and other products sold in film-sealed trays.

For information only. Specifications, dimensions and finishes may change without notice due to product improvements. The image is indicative. Please request a quotation

to confirm dimensions, materials and lead times.

José Bernad, S.L.

Parque Empresarial Campollano, Avda. Adeca 17 — 02007 Albacete (España)

www.josebernad.com

T: +34 967 219 649

Fixed 1/4 GN mould as standard (260 × 160 mm).

Analogue control panel.

Power supply 220/230 V · 50/60 Hz, 600 W.

Fixed mould made to the customer’s tray, on request.

KEY DATA

Max. tray 260 × 160 mm Power 600 W Cycle 2–3 s

Film width 200 mm Max. reel Ø 180 mm Net weight 15 kg

REF. CONFIGURATION DIMENSIONS (MM) SUITABLE FOR

TMRA150 RP-RA150 · multi-format 270 × 580 × 510 Trays up to 192 × 137 mm

TMRA200 RP-RA200 · 1/4 GN mould 290 × 620 × 540 Trays up to 260 × 160 mm

TMRA300 RP-RA300 · 1/2 GN mould 400 × 670 × 600 Trays up to 325 × 265 mm
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